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WIiZnet

WIZnet S2E Converters (cont'd)

2> Product Lineup: Modules

Product Name Product Image UART  Signal Comm. Serial I/F Ethernet Operation Dimension Input
9 Port Type (& Pin Pitch ) IIF Temp. (AC) (mm) Voltage
WIZ750SRTTL 1 TTL (3.3V)
WIZ750SR232 1 RS232 Zoamm Pen RJ45 0AC~ 70 48x30x 18 3.3V
WIZ750SR 485 1 RS422/485
2.00mm Pitch MDI
WIZ750SR 100 1 TTL (3.3V) 1x12 Pin PHY I/F -40 ~ 85 50 x 30 x 12 3.3V
header ( )
2.00mm Pitch
WIZ750SR 105 1 TTL (3.3V) 6x2 Pin -header RJ45 -40 ~ 85 40 x 62 x 17 3.3V
WIZ750SR110 1 RS232 DBY RJ45 40 ~ 85 75 %50 x 17 @éﬁm
2.00mm Pitch MDI
WIZ752SR120 2 TTL (3.3V) 1x14 Pin PHY I/F -40 ~ 85 50x30x9 3.3V
header ( )
WIZ752SR125 2 RS232 DB9 RJ45 -40 ~ 85 60 x 89 x 18 (DCS\;/ack)
2.50mm Pitch MDI
WIZ140SR 4 TTL (3.3V) 2x14 Pin PHY I/F 0~70 48 x 36 x 16 3.3V
header ( )
2.50mm Pitch
WIZ145SR 4 TTL (3.3V) 2x14 Pin RJ45 0~70 48 x 61 x 25 3.3V
header
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WIiZnet

WIZnet S2E Converters (cont'd)

2> Product Lineup: W7500(P)-S2E Chip

EETERTEERRARLLY

I RRRRRRRRRRRRERE)

<W7500>
MIl supported
for PHY interface

Features
v WIZ750SR Series E 0] x|
. Device / MCU2| UART 2 E{H| 0| A& &3l £& 7| Ethernet Networking 7|5 &
. SLER 0] 7-d0o] w2t TTL, RS-232C, RS-422/485 serial communication X|§
. Command mode& &3l UARTE X|& configuration 75

v HE CIXAS et Al 710l HS
* Hardware Design Guide & References
v MAC address Z& (WIZnet OUI)

v MEX X0 [ME Customized Firmware X % 33 75

W7500 / W7500P MCU

Arm® Cortex™-MO0 based microcontroller

° Up to 48MHz / 128KB Flash / 16KB RAM

° 3-UART, 2-SPI, 12bit 8ch-ADC, Timer/PWM, 53-GPIOs, SWD
° 64 TQFP Package (7x7mm)

AR RN

Hardwired TCP/IP core integrated

<W7500P> «  Hardwired TCP/IP stack + IEEE 802.3 Ethernet MAC
10/1QOtEthef(n3t PHY . 8-channel hardware sockets with 32KB buffers(SRAM)
integrate . Supports the TCP, UDP, IPv4, ICMP, ARP, IGMP and PPPoE
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WIiZnet

WIZnet S2E Converters (cont'd)

>> Settings & Options

Operation Mode
P N\

e TCP server

e TCP client
e  TCP mixed

e TCP server / client
- UDP

. 1:1 mode

\ . 1:N mode /

User’s 1O
User IO A
User IO B - Analog In
User 10 C - Digital In
User IO D - Digital Out

Network Settings
4 9% ™

IP (Static / DHCP)
Local port
Gateway

Subnet mask

DNS server
Remote host / Port

Serial Settings
. PN

J

Network Options ~

Inactivity timer*
Reconnection interval*
Keep-Alive*

Search ID code

a2

e« Baud rate
*  Up to 230.4kbps

Data bits
Parity bit
Stop bits
Flow control
. XON/XOFF

Connection Password

A

\ RTS/CTS /

Serial Options

e Serial command mode*
» Data packing options*
. Timer
. Size
. Char delimiter

* Settings are based on WIZ750SR 1-Port Serial to Ethernet module
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WIiZnet

WIZnet S2E Converters (cont'd)

>> Support Utilities
« WIZnet S2E Configuration Tool

[ WiZnet 52E Configuraticn Toal

File Setup Help
: : (:—;] — ’ {9} u-J save Config || (513 DevManager |
Search Settin -ﬂ‘-qu load @ Reset Facto O Exit
| 4 B L i(;'ﬂ i @ Load Config I_PJ Firewall pred

General Options

Ji Device info Serial debug message
|T L 2 93  WIZ750SR Firmware version: 1.1.2 I Enable
ﬂO0.0S.DC 1D:6AF3 | WIZ7525R-12x

Metwork Configuration IP allocation

(¢ Static " DHCP
Local IP: 192.168.11.2
Search Identification code
Subnet mask: 255.255.255.0
Code: (Max 8 bytes) | Show chars
Gateway: 192.168.11.1
Connection password (TCP server mode only)

DNS Server 8888 ™ Enable Password ) [ Show chars

cH1 | crz | cr3 | cra |

i d AT Command
Status: OPEN Serial aptions

I Enable thex code}
Serial Interface: | RS-232/TTL Baue rate: 5200 ¥ Triger code: 28 [28 [28

Operation mode Data Bit: 8 M | Sz

r
V& G Parity: NOME  + Inactivity timer. o
&+ TCP Server . .
The connection holding period
 TCP Mixed Stop Bit: 1 - when no data transmission,
 upp R tion Interval:
Search Method Flow Control: |NONE ¥ cannection Intenva 3000
Local port The connection retry interval
& UDP Broadcast Local Port 5000 Serial data packing condition TCP Keep-Alive
£ IP address Character 00 [# Enable
Size: o Initial Interval: 7000
Time: o Retry Interval: 5000

Current device [00:08:DC:53:AE:93 : WIZ750SR]

Features

«  WIZ750SR, WIZ752SR series L4
»  UDP broadcast / TCP unicast Search X| &
- HE &8 4¥ s
*  Network settings / options
»  Serial settings / options
«  HES{3 EHo HHo|E 7|5

«  Python 7| 0Ss SEEHo 2 %

WIZnet-S2E-Tool-GUI
GitHub Repo.
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WIiZnet

WIiZnet S2E Converters

>> Support Utilities
* CLI-based Configuration Tool

Features
+  Python 7|8} O0Ss SEXCo =R §%
+  Windows / Linux / MAC OS X|&
«  WIZ750SR, WIZ752SR series X| ¥
«  Config-Tool for Windows2| 4| 7|5 X|§
« O3 7| HIEL A 278 7|5 X[

o B 2ZES 0] (develop ver.)

from file

WIiZnet-S2E-Tool
GitHub Repo.



https://github.com/Wiznet/WIZnet-S2E-Tool
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WIiZnet

>

25 &0

>»> Target: ‘Serial to Ethernet’ ZAIHE{| 2
*  WiIZnet Serial to

. DEME X I

ra
Hir
1%

thernet 7Y &4 1=

=
U A= 24

© m

o}
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<JME 238>

<SIEH 0] >

\ < WIZ750SR-EVB Kit >

= eclipse

Eclipse IDE for C/C++ Developers >

A

W7500P
< GNU Arm Embedded Toolchain > iMCU Based
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WIiZnet

25 27 otlEHIo 1148

>»>» WIZ750SR-TTL Evaluation Board Set




WIiZnet

o5 271 StES O 714 (cont'd)

>»>» WIZ750SR Callout

RI-45 with
Transformer

‘ ESD Protection

RS-U85
Transceiver

ISP mode

Indicate

Expansion GPIO
/ App Boot

Power LED
Main MCU
WIZnet W7500P
LED

T e
Data Trans Line

d 8111\

< Rev 1.1 Top > < Rev 1.1 Bottom >

B
w3
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25 27H: StEH 0 73 (cont'd)

>> WIZ750SR Pinout

JTAG

SWDIO

SWCLK

nNRESET

WwDT
Jumper

WDT_nRST

W7500P_RSTN

( )

Expansion
pin

—

APP_BOOT
~————

4 2

Data Line

\_ J

PA_13
PA_T

TCP CON/TRIG/DSR

PA_O1

WIiZnet

ISP

Data
Line
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WIiZnet

Jumper
13 is Reset Signal from WIZ750SR
14,15,16,17 is Expansion GPIO Control pin

APP_BOOT: BOOT operation SW
BOOT: ISP mode access SW !
HW_TRIG: Command mode access SW i

External ISP & Debug Port
Caution) VCC 3.3V operation.
Because It is direct mcu input voltage pin

<TTL operation>
Jumper
2-3 Short

ISP & Debug port
Micro B USB type

<RS232 operation>

lumper
1-2, 3-4 Short

: SHORT: Use DSR/DTR
OPEN: Status pin
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WIiZnet

25 27H: StEH 0 73 (cont'd)

>> WIZ750SR-EVB: RS-422/485 Version

.
’
’

Jumper
13 is Reset Signal from WIZ750SR
14,)5,16,17 is Expansion GPIO Control pin

---------- vevervelosinirnnn

: & : DCSV Adapter
APP_BOOT: BOOT operation SW i B '~? L S S e AL e

: BOOT: ISP mode access SW = —

{ HW_TRIG: Command mode access SW 2

..........................................................

External ISP & Debug Port
: Caution) VCC 3.3V operation. : i P & Debug port
i Because It is direct mcu input voltage pin ! i Micro B USB type
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HE #1
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GNU Arm ToolChain C}22E U MXK]
3tZ4 4 M7 9l Build Tools A %]

Eclipse IDE for C/C++ CI22CE U AX]|
- JAVA JRE C}22E 39 MX|
#H Plug-ins CI22E U X
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WIiZnet

Al #1: e

i

3 725

>> Windows 2FAM|H| S {Iet GCC ARM 712 &3 115
GNU Arm Embedded Toolchain CI22E U AX|

 JAVA Runtime Environment CI22E 3 MXA]

e  Windows Build Tools C22CE % X

 Eclipse IDE for C/C++ CI22E 81 dX]

&8 Plug-ins CI22E 9 A%

Arm JAVA Windows
Toolchain Runtime Build Tools

@ eclipse
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WIiZnet

WE 238 = (cont'd)

>> GNU Arm Embedded Toolchain: Download

https://launchpad.net/gcc-arm-embedded/5.0/5-2016-q2-update

Ip 5-2016-g2-update: Seri- X

< C | @ Canonical Group Ltd [GB] | https://launchpad.net/g

F GNU Arm Embedded Toolchain

BT code buss  Blueprints  Translations  Answers
GNU Arm Embedded Toolchain 5-2016-q2-update & This milestone contains Publicnformation

Series 505 5-2016-g2-update

Lagin / Register

Everyone can see this information.

Update 5in Q22016

Milestone information Activities
Project: Series: Assigned to you:
[P, GNU Arm Embedded Toolchain 50 Mo blueprints or bugs assigned to you.
Version: Released: Assignees:
5-2016-q2-update 2016-06-28 18 Thomas Praudhomme
Blueprints:
Registrant: Release registered:
No blueprinks are targeted ta this milestone.
& pietro Palazzo 2016-06-28

Bugs:

1 Fix Released
s cannot target bugs and blueprints ta this milestone.

¥ Download RDF metadata

Download files For this release

After you've downloaded a file, you can verify its authenticity usinjgts M e (How

do I verify a download?)

File Description Downloads

3 release.bxt (mcs) Release notes 3,660

nlosded 4 days ago
Ia-szc-ar bi-5_4-2016q2-20 in3Z.exe (mds) I Windows installer 122,601

ed 24 hours ago

3 geeaar bi-5_4-201692-20160622-win32.zip (mds5) Windows zip package 187,654

24 hours ago

¥ gecar bi-5_4-2016q2-20 linux.tar.bz2 (mds) Linux installation tarball 324,852

24 hours ago

3 geeaar bi-5_4-201692-20160622-mac kar.bz2 (md5) Macinstallation tarball

¥ gec-armenone-eabi-5_4-2016q2-20160622-src.tar.bz2 (mds) Source package

21/127
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https://launchpad.net/gcc-arm-embedded/5.0/5-2016-q2-update

WIiZnet

Al #1: 12 84 7= (cont'd)

>> GNU Arm Embedded Toolchain: Install (1/4)

-

(1 GNU Toals for ARM Embedded Processors ESREE)

Welcome to the GNU Tools for ARM
Embedded Processors 5.4 2016
Setup Wizard

This wizard will guide you through the installation of GMU
Tools for ARM Embedded Processaors 5.4 2014,

It is recommended that you dose all other applications
before starting Setup. This will make it possible to update
relevant system files without having to reboot your
computer,

Click Mext to continue.

Next > | Cancel

221127



WIiZnet

AlS #1: 7% B2 2= (cont'd)

>> GNU Arm Embedded Toolchain: Install (2/4)

{51 GNU Toals for ARM Embedded Processors I
Choose Install Location —
Choose the folder in which to install GMNU Tools for ARM Embedded Processors 5.4 {4}
2016, )

Setup will install GMU Tools for ARM Embedded Processars 5.4 2016 in the following folder., To
install in a different folder, didk Browse and select another folder. Click Install to start the
installation.

Destination Folder

Space reguired: 415, 2MB
Space available: 115, 2GE

< Back “ Install ] [ Cancel

231127



{1 GNU Tools for ARM Embedded Processors

Installing

Flease wait while GMU Tools for ARM Embedded Processors 5.4 2016 is being

installed.

Extract: libstdc++_nano.a

......

-
Show details

WIiZnet
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WIiZnet

Al #1: 12 84 7= (cont'd)

>»> GNU Arm Embedded Toolchain: Install (4/4)

-

{1 GNU Tools for ARM Embedded Processors I.@J I. = | | W

- BEHs A2 X O] E2|Wbin;
 EX) Windows 64bit &7 7|&, 7|2 2 43
v' C:WProgram Files (x86)WGNU Tools ARM Embeddedi5.4 2016q2#bin

installed on your computer, | |

Click Finish to dose this wizard. s ,
gaus 22 57}
/| Show Readme = H 2
| Launch goovar. bat
||¥|iAdd path to environment variable]
| Add registry information

« AARO| EAMS It 210] Eclipse ZRHEO ZE SE2 ofgf ¥3a Ha

vy
~

> @'_ v" Toolchain path management: https://gnu-mcu-eclipse.github.io/toolchain/path/

w v Arm toolchain install guide: https://gnu-mcu-eclipse.github.io/toolchain/arm/install/ 25/127
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https://gnu-mcu-eclipse.github.io/toolchain/path/
https://gnu-mcu-eclipse.github.io/toolchain/arm/install/

WIiZnet

4 1= (cont'd)

>> JAVA JRE: Download

http://www.oracle.com/technetwork/java/javase/downloads/jre8-downloads-2133155.html

ORACI_E E Menu Q ... Sign In v e Country/Region v ‘f’ Call

Oracle Technology Network / Java [ Java SE / Downloads

Java SDKs and Tools

Java SE Overview || Downloads || Documentation || Community || Techneologies || Training
Java EE | ' ' ) ) : ' § Java SE
; - - ¥ Java EE and Glassfish
Java ME Java SE Runtime Environment 8 Downloads e
Java SE Advanced & Suits Do you want to run Java™ programs, or do you want to develop Java programs? If you want to run & Java ME
Java Embeddad Java programs, but not develop them, download the Java Runtime Environment, or JRE™. § Java Card
Jsva DB If you want to develop applications for Java, download the Java Development Kit, or JOK™ . The JOK & NetBeans IDE
S includes the JRE, so you do not have to download bath separately. _ o
Web Tier & Java Mission Confrol
Java Card JRE 8u161 Checksum
- JRE 8u162 Checksum Java Resources
s Ty & Java APls
New to Java B 3 5 Technical Articl
communty Java SE Runtime = onment 8u161 ¥ lecnica Alicles
! You must accept the Oracle Binary Code Lico 1= Aareement for Java SE to download this & Demos and Videos
Java Magazine S0.owal e, -
& Forums
I Accegt License Agreement I *  Decline License Agreement — ) N .
. - — Java Magazine
Product / File Description File Size Download *

Linux %26 63.4 MB  #jre-Bul161-linux-i536.rpm & Developer Training

Linux x286 79.20 MB  #jre-8u161-linux-i536.targz - )

Linux x64 604 MB  ®jre-Bul61-linux-x64.rpm # Iutorials

Linusx %654 76.35 MB  ®jre-Bu161-linux-x64 tar.gz & Java.com

mac0S 7417 MB  ®jre-Bu161-macosx-x64.dmg

mac0S 65.86 MB  ®jre-Bu161-macosx-x64 targz

Solaris SPARC B4-bit 52.24 MB  #jre-8u161-solaris-sparcve. tar.gz

Solaris x64 50 MB  ®jre-5u161-solaris-x64 tar.gh

Windows %86 Cnline 1.78 MB  #jre-Gu161- i

Windows %86 Offline 61.35 MB ¥

53.02 MB

WA -
| Windows xG4 Offline
INQOWS XBd G555 WE

re-Buifi-
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http://www.oracle.com/technetwork/java/javase/downloads/jre8-downloads-2133155.html

WIiZnet

AlS #1: 7% B2 2= (cont'd)

>> JAVA JRE: Install(1/3)

r-Ja-.n.-'a Setup - Welcome lﬁj l = | Iﬂw

Welcome to Java

Java provides access to a world of amazing content. From business
solutions to helpful utilities and entertainment, Java makes your Internet
experience come to life,

Mote: Mo personal information is gathered as part of our install process.
Click here for more information on what we do collect.

Click Install to accept the license agreement and install Java now.

[l Change destination folder Cancel ] | Install = |
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WIiZnet

AlS #1: 7% B2 2= (cont'd)

>> JAVA JRE: Install(2/3)

rJ:-.n.-'a Setup - Progress l@.l l — | |"' - "'r

Status: Installing Java
|

3 Billion

Devices Run Java

=’Java #1 Development Platform ORACLE

281127



AlS #1: 7% B2 2= (cont'd)

>> JAVA JRE: Install(3/3)

-~

Java Setup - Complete l@J l — |

v/ You have successfully installed Java

You will be prompted when lava updates are available. Always install
updates to get the latest performance and security improvements.

More about update settings

Close

WIiZnet
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WIiZnet

>> JAVA JRE:

2t A

=

- O Lo = O
- o . F 3
| of &k * Windows7 64bit 7| &
— |
o) (]
> v|@ v Control Panel » o - €¢| Search Control Panel L2 |
U0 L NAY Y O | |
Adjust your comp attings
@uvh’: v Control Panel » System and Security » - ‘ Ju,.| S
il l sttem and Securim I
L B Review your computer's stat Control Panel Home [ !! Action Center
Back up your computer I'; Review your cong J AlﬁEél 3 '?:5'ChangeUserA(ccunthntrclsettings

Find and fix problems

v Network and Internet
ul View network status and tasks

e Choose homegroup and sharing options

/ Hardware and Sound

%‘ View devices and printers

and Security

TroublesHmat,

Window
Check firew

ConpUTer pronTenTs

=]

Seas

Hardware and
Programs

User Accounts and Family
Safety
Appearance and
Personalization

of RAM and processor speed
B9 Allow remote access

=% Windows Lindate

Allow a pregram through Windows Firewall

See the name of this computer

Restore your computer to an earlier time

Check the Windows Experience Index
g Device Manager

Add a device
% Progranf
% i Uninstall a

alled updates

@vvkm » Control Panel »_System and Security

4]l

Cantrol Panel Home,

A ‘?;' Device Mans

‘\“:;' Remote setting:

‘\“:;' System protec

‘\“:; Advanced system settings

_T'_E' AI ﬁE:‘ll gxg out your computer
ws edition
Windows 7 Ultimate

Copyright © 2009 Microsoft Corporation. All rights reserved.

Service Pack1l
System
Rating: Windows Experience Index
Processor: Intel(R) Core(TM) i7-4790 CPU @ 3.60GHz 3.60 GHz

Installed memory (RAM):
System type:

16.0 GB (15.9 GB usable)
B4-bit Operating System

Pen and Touch: Mo Pen or Touch Input is available for this Display

Ber buttons do

Locker

gmat hard disk partitions

mn

M Computer
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WIiZnet

>> JAVA JRE: EdHE M (2/4)

* Windows7 64bit 7|=

System Properties @

Computer Name Hardwarel Advanced ISystem Protection | F{ernote|

You must be logged on as an Administrator to make most of these changes.

Performance
Vizual effects, processor scheduling, memony usage, and virtual memory

User Profiles
Desktop settings related to your logon

Startup and Recovery

System startup, system failure, ge=t==lemminm=t= N
g4 Hy
=T

Selings...

I Environment Variables... I

oK || Cancel Aoply
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WIiZnet

* Windows7 64bit 7|=

1. JAVA_HOME H=$ F7} 2. System Path0f| JAVA_HOMEZ®| bin ZE F7}
v 7|2 ZE: C:WProgram FilesW)avaWjre1.8.0_161 v 7|2 ZE: %JAVA_HOME%Wbin

v N r
Enwironment Variables [ Environment Variables [

User variables for Administrator Usel Edit System Variable B
A= %7} A, 71E Z=ot

Variable Value Vg Hol== o -
1 I
Path C:'WProgram Files (x86) WGENU Tools AR... Pa|/| Variable name: Path F( 1' I = '—)_E :'L-"—-
TEMP o4LISERPROFILE %W AppData WLocal . . TH
|| variable vaue: MySQL Utiities 1.5%; %JAVA_HOME%#bin |
New System Variable Lﬁ
[ 0K ] [ Cancel ]
: e
Variable name: JAVA_HOME
Variable value: I C:Program Files M lavare1.8.0_161 I System variables
[ ak l ’ Cancel ] o~ Variable Value 2l
= NUMBER_OF_P... 8 ‘Path’ A& = HE
Comspec [oF dowsTzystem 32 /omnd. exe 05 Windows NT
FP_MNQ_HOST C... M C:'WPython 274, C: thon 27 Saript J
JAVA_HOME C:¥8 ogram FilesWavatire 1.8.0_161 ™ "COM;.EXE; BAT; VR VES W o -

[Thew... || edt. || Dok |

[ ok || conce | [ ok || cancel |

Mz S|
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= Run

Open:

Type the name of a program, folder, documg
resource, and Windows will open it for you.

B This task will be created with administral

QK l | Cancel

WIiZnet

* Windows7 64bit 7| &

BN Administrator ChWindows'\system32\cmd.exe
Microzoft Windows [Verszion 6.1.766011

Copyright ¢c) 200? Microsoft Corporation. All rights reserved.

C:tlserstAdministrator>java —version
Java version "1.8.8_161"

JavalTHM> SE Buntime Environment <build 1.8.8_161-hi2}
Java HotSpot<TM>» 64-Bit Server UM <huild 25.161-bh12, mixed mode)

C:WHlserstidministrator>

java -version
Usl0] K| HHL YX|SH=X| Fel

|8| | o e R |




WIiZnet

AlS #1: 7% B2 2= (cont'd)

>»> Windows Build Tools: Download

https://github.com/gnu-mcu-eclipse/windows-build-tools/releases/tag/v2.8

|| = | O )
€) Release GNU ARM Eclip: X

)
%
=2

< C | @ GitHub, Inc. [US] | https://github.com/gn

Q Features Business Explore  Marketplace  Pricing This repository Sign in o1 Sign up

gnu-mcu-eclipse / windows-build-tools Owatch | 20 hStar | 49 YFork 19

¢>Code Issues 1 Pull requests 0 Projects 0 Insights

“22 GNU ARM Eclipse Windows Build Tools v2.8-
201611221915

B ilg-ul released this on 23 Nov 2016 - 14 commits tg

his release

Assets
G0 gnuarmeclipse-build-tools-win32-2.% 1915-setup.exe 623 KB
[ gnuarmeclipse-build-tools-win32-2.8- S11221915-setup.md5 93 Bytes

0 gnuarmeclipse-build-tools-win64-2.8-201611221915-setup.exe I 656 KB

G gnuarmeclipse-build-tools-win64-2.8-201611221915-setup.md5 93 Bytes
[£) Source code (zip)

[@) Source code (tar.gz)

Version 2.8-201611221915 is a maintenance release of the GNU ARM Eclipse Windows Build Taols.

Continue reading »

downloads 15k v2.8
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https://github.com/gnu-mcu-eclipse/windows-build-tools/releases/tag/v2.8

WIiZnet

AlS #1: 7% B2 2= (cont'd)

>>» Windows Build Tools: Install (1/3)

Bl GNU ARM Edlipse Build Tools Setup ESEET)

Welcome to the GNU ARM Eclipse
Build Tools Setup Wizard

This wizard will guide you through the installation of GMU
ARM Edipse Build Tools.

It is recommended that you dose all other applications
before starting Setup. This will make it possible to update
relevant system files without having to reboot your
computer,

Click Mext to continue.

{ [ Cancel
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AlS #1: 7% B2 2= (cont'd)

>>» Windows Build Tools: Install (1/3)

Setup will install GMU ARM Edipse Build Tools in the following folder. To install in a different
folder, dick Browse and select another folder. Click Install to start the installation.

Destination Folder

se'Build Tools#2.8-201611221915

Space required: 3.0MB
Space available: 114, 3GE

< Back ][ Install ] [ Cancel

Bl GNU ARM Eclipse Build Tools Setup = |_ﬁ]
Cheoeose Install Location
Choose the folder in which to install GMU ARM Edipse Build Tools, g

WIiZnet
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AlS #1: 7% B2 2= (cont'd)

>>» Windows Build Tools: Install (1/3)

4 X|E Window Build Tools& GNU Arm Toolchain Wbin EC| 2 FA}
v 7|2 4%X| ZE: C:WProgram FilesWGNU ARM EclipseWBuild ToolsW2.8-201611221915Wbin

=] =l ﬁ}
@Qd » Computer » Local Disk (C:) » Program Files » GNUARM Eclipse » Build Tools » 2.8-201611221915 » ki Liallce ol
Organize [ Open New folder . A .
- e —— « ZEX| AZ: GNU Arm Toolchain 4X| C|2 E2|Wbin;

W Favorites

B oo £ booren oot em v C:WProgram Files (x86)WGNU Tools ARM EmbeddedW5.4 2016¢2Wbin

& Downloads 87 echo.exe 2016-11-23 2 Application
% Recent Places 2] make.exe 2016-11-23 27 4., Application
=7 mkdir.exe 2016-11-23 2. Application X Favorites Name Date modified Type Size fl
Libraries o e T Appication —| - 1= @IS EaM Y LY AT LULUTTED = L dun APRILGLLT FRENERAT
- = - ‘ - P Deskis i 6-06 % A 6 K
[ Documents 5 shaxe 016-11-23 O 7 4. Application esktop [57] arm-nene-ezbi-geov-tool.exe 2016-06-23 27 Application 1,286 KB
o Music & Downloads 277 arm-none-eabi-gdb.exe 2016-06-23 @F Application 4,783 KB
& Pictures il Recent Places 57 arm-nane-eabi-gdb-py.exe 2016-06-23 2 Application 4,944 KB
EE videos 27 arm-none-eabi-gprof.exe 2016-06-23 2F Application 754 KB
3 x‘l I-II A'l EH [ arm-none-ezbi-Id.bfd.exe 2016-06-23 2F Application 987 KB
H L e =
omearoue &7 arm-none-eabi-ld.exe 2016-06-23 2 Application 987 KB
85 Computer Copy & Pa ste =7 arm-none-eabi-nm.exe 2016-06-23 % Application 705 K8
&, Local Disk (C) =] arm-none-ezbi-objcopy.exe 2016-06-23 27T Application 855 KB
s Data (D) | | LB 57 arm-none-eabi-objdump.exe 2016-06-23 2 Application 1,065 KB
57 arm-none-eabi-ranlib.exe Application 718 KB
(o negrou| 57 arm-none-eabi-readelf.exe 3. Application 149 kB
[57] arm-none-eabi-size.exe 3. Application 697 KB
=7 arm-none-eabi-strings.exe 3. Application 697 KB
57 arm-none-eabi-strip.exe 3. Application 855 KB =
=T 577 busybox.exe 2016-11-23 27 4:...  Application 484 KB
6 items selected Date modified: 2016-11-23 9T 426 Date created: 2016-11-23 97 426 = -
l 1 Size: 256 ME 277 echo.exe 2016-11-23 @ Application 484 KB
i Netwoy geovar.bat 2016-06-23 2 Nindows Batch File 1KB
6 items selected 5] make.exe 2016-11-23 27 Application 213 KB
’ 57 mkdir.exe 2016-11-23 27 4:...  Application 484 KB
o7 rm.exe 2016-11-23 2% &... Application 484 KB
57 sh.exe 2016-11-23 @7 4:.. Application 484KB|

6 items selected Date modified: 2016-11-23 27 4:26 Date created: 2018-02-19 2% 213

« Windows Build Tools %] 23 1

_‘\ /’_ v" How to install the Windows Build Tools:

A https://gnu-mcu-eclipse.github.io/windows-build-tools/install/ 371127
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4 1= (cont'd)

>> Eclipse CDT: Download
 CDT: C/C++ Development Tooling

http://www.eclipse.org/downloads/packages/eclipse-ide-cc-developers/neon3rc3

[E= Sy

& Eclipse IDE for C/C++ Di X

&« c|® www.eclipse.org/downloads/packages/eclipse-ide-cc-developers/neon3rc3 23]

S eclipse

GETTING STARTED MEMBERS PROJECTS MORE~

HOME / DOWNLOADS / PACKAGES / ECLIPSE IDE FOR C/C++ DEVELOPERS

f‘-zu Eclipse IDE for C/C++ Developers
Photon Packages
Oxygen Packages o b, 2d Links
Neon Packages Package Description : )
= Nindows 32-b
Cﬂars Ea(tages AN |DE for C/C++ developers with Mylyn integration. Windows 64-bit
una Fackages .

Thic Aage imel Hace Mac OS X (Cocoa) 64-hit
Kepler Packages his package includes: Linuxsz-l;:i: )
Juno Packages * (/C++ Development Toals Linux 64-bit
Indigo Packages * Eclipse Git Team Provider
Helios Packages * Mylyn Task List Downloaded 4,710 Times
Galileo Packages s Remote System Explarer
All Releases » Detailed features list » Checksums...

Bugzilla
Maintained by: Eclipse Packaging Project
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WIiZnet

2 &3 7= (cont'd)

>> Eclipse CDT: Install (1/2)

Download %t Eclipse CDTE 5= F20f 4% siiA|,

Tt File path0] $+20| ZeHE 27t S =& MX| (workspace directory= OtEH7}X])
v’ Eclipse Of|A] 2% ZE: C:Weclipse

v" Workspace O|A| ZE: C:Wworkspace

@\:j" . v Computer » Local Disk (C) » eclipse »
Organize + Include in library « Share with = Mew folder =~ O t@l
Xt Favorites Mame . Date modified Type Size
Bl Desktop . configuration File folder
4 Downloads . dropins File folder
| Recent Places features File folder
;p2 2018-02-19 File folder
7 Libraries . plugins 2018-02-1: File folder
3 Documents . readme 2018-02-19 File folder
rJ’- Music || .eclipsepreduct 2 ECLIPSEPRODUCT... 1KB
[ Pictures | artifacts.xml 2 XML Document 141 KB
E Videos S eclipse.exe 2 Application 313 KB
| eclipse.ini 2 Configuration Sett... 1KB
¥ Homegroup [ eclipsec.exe 2 Application 25KB
|| notice.html 2 Chrome HTML Do... TKB
18 Computer
i_i’ Local Disk (C:) Select a file to preview.
a Data (D)
‘i‘l_i MNetwork
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4 1= (cont'd)

>> Eclipse CDT: Install (2/2)

Eclipse &#

v" Workspace O|A| ZZ: C:Wworkspace

& workspace - CG/C++ - Eclipse = [
File Edit Scurce Refactor Mavigate Search Project Run Window Help
@ Welcome 5% oy & A= g

% ed'pse Welcome to the Eclipse IDE for C/C++ Developers

-
£ Eclipse Launcher

Select a directory as workspace
Eclipse uses the workspace directory to store its preferences and development artifacts,
ect Get an overview of the features
LS MC\workspace] | Browse.. :
Go through tutorials
Try out the samples
|| Use this as the default and do not ask again
Find out what is new
OK l ’ Cancel

Open the New item wizard

Checkout Eclipse projects hosted in a Git repository

] Always show Welcome at start up il
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4 1= (cont'd)

>> GNU ARM Eclipse Plugin: Download & Install (1/2)

Eclipse &TH M52 [Help] - [Install New Software] & £
GNU ARM Eclipse Plug-ins

v" Name:

S Ihod
T— HH

v" Location: http://gnuarmeclipse.sourceforge.net/updates

= Install

Available Software

| Check the items that you wish to install.

Ha =
type

4

00 GMU ARM C/C++ Cross Development Tools
G

U ARM C/C++ CodeRed Debug Perspective

| SelectAll || Deselectal

Details

Show only the latest versions of available software

+ Repository 50| 0|22

Work with:  GMU ARM Eclipse Plug-ins - http://gnuarmeclipse.sourceforge.net/updates

== SITHe| Next &2 ¥
Marie

ot GMU ARM C/C++ ADuCM360 Project Template

70

Add Repository j

Find more software by working with the "Available Software Sitec)

& Add Repository

T

2| [Add...] 41E4510{ Add Repo.

S

Mame:

|GNU ARM Eclipse Plug-ing]

|| tecal. |

Location: Ihttp:_a’_a'gnuarr'r1eclipse.saurcefn:nrge.neta'updates

TRy TITSTaT=TT

” Archive... ]

OK

| Cancel |

o Ty

X1 Download link

https://github.com/gnu-mcu-eclipse/eclipse-plugins/releases/tag/v3.3.1-201702251311
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4 1= (cont'd)

>> GNU ARM Eclipse Plugin: Download & Install (2/2)

Accept the License Agreement

f 2 Install [ =X

- N

Review Licenses

Licenses must be reviewed and accepted before the software can b N *E.III 7I‘ %I'EEI E g!'?_| H'IE% EE‘I Eclipse IHAIZ!‘

vy

f Lcorse _ >N v A% S| ‘unsigned content’ i ZAilE 2A|5tL,
I 4 Eclipse Foundation Software User Agreement ,@\
GMNU ARM C/C++ ADuCM380 Project Template 1‘1.4.201?04] ] [OK]% EE-' al-’_-l\- Aéxl ﬂ3°||
GMU ARM C/C++ CodeRed Debug Perspective 1.1.1.201704
GMNU ARM C/C++ Cross Compiler 2.4.1.201704251808 - —
GMNU ARM C/C++ Documentation (Placeholder) 1.1.1.201704251808 THE ECLIPSE FOUNDATION MAKES AVAILABLE SOFTWARE,
GNU ARM C/C++ Freescale Project Templates 2.2.8.201704251808 DOCUMENTATION, INFORMATION AND/OR
GNU ARM C/C++ Generic Cortex-M Project Template 1.4.2,.201704251808 ?chierr?EngRMLS FOR OPEN SOURCE PROJECTS (COLLECTIVELY
GNU ARM C/C++ J-Link Debugging 4.'1'4'201?04251808 USE OF THE)CIONTENT 15 GOVERMED BY THE TERMS AND
GNU ARM C/C++ OpenOCD Debugging 4.1.4.201704251808 CONDITIONS OF THIS
GMU ARM C/C++ Packs (Experimental) 2.2.2.201704251808 AGREEMENT AND/OR THE TERMS AND CONDITIONS OF LICEMSE
GNU ARM C/C++ PyOCD Debugging 1.1.3.201704251808 AGREEMENTS OR
GMNU ARM C/C++ QEMU Debugging 3.1.4.201704251808 NOTICES INDICATED OR REFERENCED BELOW. BY USING THE

COMNTENT, YOU

AGREE THAT YOUR USE OF THE CONTENT IS GOVERNED BY THIS
AGREEMENT

AMND/OR THE TERMS AND CONDITIONS OF ANY APPLICABLE
LICEMNSE AGREEMENTS

OR NOTICES INDICATED OR REFERENCED BELOW. IFYOU DO NOT
AGREE TO THE

TERMS AND COMDITIONS OF THIS AGREEMENT AND THE TERMS
AND CONDITIOMS

OF ANY APPLICABLE LICENSE AGREEMENTS OR NOTICES
INDICATED OR REFERENCED

BELOW, THEM YOU MAY MOT USE THE CONTENT. .

GNU ARM C/C++ STM32Fx Project Templates 2.6.2.201704251805

@) I accept the terms of the license agreement;

() Ido not accept the terms of the license agreement

+ GNU MCU Eclipse Plug-ins %] 23 &2

_‘@’_ v" How to install the GNU MCU Eclipse plug-ins: . nsh ] [ Cancal

%  http://gnuarmeclipse.github.io/plugins/install/ 42 [ 127
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AlS #1: 7% B2 2= (cont'd)

>> GNU ARM Eclipse OpenOCD: Download (Option)
« Open source debugging =+ (Open On-Chip Debugger)

https://github.com/gnu-mcu-eclipse/openocd/releases/tag/gae-0.10.0-20170124

)| o | B )
) Release GNU ARM Eclip: X
< C' | @ GitHub, Inc. [US] | https://github.com/gnu-m o7

O Features Business Explore Marketplace Pricing This repository Sign in o' Signup

gnu-mcu-eclipse / openocd @Watch | 37 | feStar | 113 YFork 33

<« Code Issues 1 Pull requests 0 Insights

pemasomz - GNU ARM Eclipse OpenOCD v0.10.0-
201701241841

¥ i1g-ul released this on 25 Jan 2017

Assets
(® gnuarmeclipse-openacd-debian32-0.10.0-201701241841.md5 89 Bytes
{9 gnuarmeclipse-openacd-debian32-0.10.0-201701241841.tgz 244M8
{9 gnuarmeclipse-openacd-debian64-0.10.0-201701241841.md5 89 Bytes
(® gnuarmeclipse-openacd-debian64-0.10.0-201701247 2amB
(9 gnuarmeclipse-openocd-osx-0.10.0-20170124 83Bytes
[ gnuarmeclipse-openocd-osx-0.10.00812 okg 234M8
[ gnuarmeclipse-openocd-win32-0.10) 241-setup.exe 215 M8
[ gnuarmeclipse-openocd-win32-0.10.0{204701241841-setup.md5 2 Bytes
| © gnuarmeciipse-openocd-win64-0.10.0-201701241841-setup.exe || 219 M8
[ gnuarmeclipse-openocd-winG4-0.10.0-201701241841-setup.md5 92 8ytes

[ Source code (zip)

43 /127
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4 1= (cont'd)

>> GNU ARM Eclipse OpenOCD: Install (1/2)

_ :
& GNU ARM Eclipse OpenOCD Setup =) ol s
T r ]

Welcome to the GNU ARM Eclipsq 75 GNU ARM Eclipse OpenOCD Setup =l = i
OpenOCD Setup Wizard

Choose Components -
This wizard will guide you through the installation of GNU b - - . ! #
ARM Edipse OpenOCD. Choose which features of GNU ARM Edipse OpenOCD you want to install. Fi

Itis recommended that you close all other applications

before starting Setup. This will make it possible to updat ) . -
relevant system files without having to reboot your Chedk the components you want to install and unchedk the components you don't want to

i computer. install. Click Mext to continue.
- ]
Fip GNU ARM Eclipse OpenOCD Setup k=] o X

Choose Install Location

Description

Choose the folder in which to install GNU ARM Edipse OpenOCD. ;-a Scripts
Libraries (DLL)
Documentation
Setup will install GNU ARM Eclipse OpenOCD in the following folder. To install in a different Contributed
folder, dick Browse and select another folder, Click Install to start the installation. Start Menu Shortcuts

Destination Folder

< Back ][ Next > l [ Cancel

Space required: 5.9MB
Space available: 113.8GE

< Back ][ Install ][ Cancel

. 44 [ 127
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4 1= (cont'd)

>> GNU ARM Eclipse OpenOCD: Install (2/2)

Eclipse ATt M +2| [Window] — [Preferences] & £, B &2| [Run/Debug] 52| OpenOCD E £ &9l
v" Executable: openocd.exe
v" Folder: C:/Program Files/GNU ARM Eclipse/OpenOCD/0.10.0-201701241841/bin

& Preferences l E] |

type filter text OpenOCD =1 g r v

> General -

Configure the location where GNU ARM Eclipse OpenOCD is installed. The values are not stored as regular

> C/Ces preferences, but as variables (see String Substitution).
Changelog
> Help After installing OpenQCD updates, restart Eclipse for the defaults to be re-evaluated and use the Restore

> Install/Update Defaults button to configure the new location.

> Library Hover Executable: openocd.exe
> Mylyn
 Oormph Folder  Cy/Program Files/GNU ARM Eclipse/OpenOCD/0.10.0-201701241841/bin

> Remote Development
> Remote Systems
> RPM
4 Run/Debug
Console
External Tools
> Launching

Open0CD hd OpenOCDOIII '?I;I'al-_l‘ ?_I-II:_I-al-_I‘ —+—7H

Peripherals views s

Perspectives :@i v OPUSk, OpenOCDQI‘ GDB

o "W http//blog.naver.com/opusk/221031846594
SEGGER J-Link

String Substitution
View Management
View Performance -

(?3' @:‘ [ oK l [ Cancel ]

L 45/ 127
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>> Eclipse CDT: W7500x Hello world (1/4)

Eclipse 2Tt Ml 2| [File] — [New]2| [C Project] 4154 [ © chrient =

Target processor settings —

v Executable2| Hello World ARM Cortex-M C/C++ Project
v Example Project Name: W7500x_ExampleProj

Select the target processor family and define flash and RAM sizes,

r 5 Processor core: Cortex-MD -
& C Project (oo e
C Project < Clock (Hz): 4800000
Create C project of selected type |
Flash size (kB): 128
Project name: W7500x_ExampleProj|
Use default location RAM size (kB): 16
Ci\workspace\W7500x_ExampleProj Browse...
o Use system calls: lFreestanding (no POSIX system calls) vl

Project : Toolchains: R .

TR ootchans Trace output: ’Semlhostmg DEBUG channel vl
GMNU Autotools Cross ARM GCC

Executable .

® Empty Project Check some warnings

& Hello World ANSI C Project

@ Hello World ARM C Project Check most warnings [

® ADUCM36x C/C++ Project

@ Hello World ARM Cortex-M C/C++ Project

® Freescale Kinetis Koo C/C++ Project Enable -Werror D

@ Freescale Processor Expert C/C++ Project

® STM32F0 C/C++ Project Use -Og on debug

& STM32F10x C/C++ Project

® STM32F2Zcx C/C+ Project .

Vv

@ STMI2F3ix C/C++ Project Use newlib nano

® STM32F4ix C/Cr + Project

& STM32F7s0 C/C++ Project Use link optimizations ]

Shared Library

Static Library

Makefile project

] I T —
Show project types and toolchains enly if they are supported on the platform

= —
® ) [ e

B L

@ < Back Next > Finish
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>> Eclipse CDT: W7500x Hello world (2/4)

= C Project [

Folders —

Define the project folders,

Include folder: include
Source folder: ErC
System folder: systemn

CMBSIS library folder:  cmisis
C library folder: newlib

Linker scripts folder  Idscripts

Vendor CMSIS name: | W7500x

® <Bsck || Nea> Einsh 471127
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>> Eclipse CDT: W7500x Hello world (3/4)

= C Project [ Gl | & C Project [ G | S
Select Configurations p— Cross GNU ARM Toolchain —
Select platforms and configurations you wish to deploy on Select the toolchain and configure path |

Project type: Executable

Toolchains: Cross ARM GCC
Configurations:

Toolchain name:  GNU Tools for ARM Embedded Processors (arm-none-eabi-gee)

-

Toolchain path:  C:/Program Files (86)/GNU Tools ARM Embedded/5 4 2016q2/bin
3 Debug

Select all
B Release

Deselect all

Use "Advanced settings" button to edit project’s properties.

Additional configurations can be added after project creation.
Use "Manage configurations” buttons either on toolbar or on property pages.

\Z) < Back ” MNext =

Cancel

Next > Enish | [

481127
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>> Eclipse CDT: W7500x Hello world (4/4)

2 warkspace - C/C++ - W7500x_ExampleProj/src/main.c - Eclipse

File Edit Source Refoctor Mavigate Search Project Run Window Help

Hmilkd | B~ |~ R S BG-GB I®™E ] PEMH-FHA oD~ Quick Access ;| 9 |
= 0O = Out. 52 Bu Tas = 8
— . = =lC o o = stems, includi p " LW e .
« Z2HE Build £, 5lCt Console?| Build Finished &Q1 | e L EhR s
U stdlibh
v gﬂ' [Project] I:I'“'IIT'-O—I ‘Build All’ E-EI itialize hardware() :: -dr\ag_ﬁ:(a.h
imer)
=0 — a1 A o mainint, char'[]): int
v Z£ Ctrl + BR Z2HE Buijld &
—— cholder,
T system 77 if you do not add the real one, the clock will remain configured with
. (= Debug // the reset value, usually a relatively low speed RC clock (8-12MHz).
& includ
i f o // Send a greeting to the trace device (skipped on Release).
— ey trace_puts(“Hello ARM World!"); i
// At this stage the system clock should have already been configured I

// at high specd.
trace_printf("System clock: %u Hz\n", SystemCoreClock);

timer_start ();
int seconds = 2;

// Infinite loop
while (1)
{

timer_sleep (TIMER_FREQUENCY HZ).

et e ] © WT500x Eclipse 7 ZEHE M/d2 C}F Blog #11

trace_printf (“Secend ¥din |
A

T @_ v Opusk, [Eclipse] W7500x Z2HE 4/43}7|

++seconds;

) —
-

spragna GCC diagnostic pop . https://blog.naver.com/opusk/221007777456

7 [

seEEE-&lzE-m-- 0 |

Problems | Tasks [E) Console 52 [0 Prope
(CDT Build Console [W7500x_ExampleProj]

Invcking: Cross ARM GNU Print Size
arm-none-eabi-size --format-berkeley "W7500x_ExampleProj.elf”
text  data bss dec hex filename
3985 168 416 4481 1181 W750@x_ExampleProj.elf
Finished building: W7Seex_ExampleProj.siz

16:48:11 Build Finished (took 3s.71@ms)

‘Writable Smart Insert 76:20 3 49 / 127
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Al 2= #2+ \W1Z750SR A|EH}7|

o>

> A= FH
« WIZ750SR StESO 7+ &9l U HAE 27 F=H|
- HE 5% HAE
. L1IE°43 7 4y
. A2Y ZE #7 MF
to

«  Configuration to

H

o
=
. Serial to Ethernet %t HAE

- =H 8iE 7lo|=
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WIZ750SR-TTL PC or Laptop

Evaluation Board

Y AE
Data UART ~ Debug UART
Serial Data &/ RS-232 to USB H He 3= Ethernet 213
e (

/4 \‘

| )¢\ | |
Serial Cable USCB to RS232 USB Cable LAN Cable
Female to female onverter Micro USB Type-B Cat5e UTP Cable

DB9 data cable FTDI CHIPI-X10
521127



Al = #2: Wiz750SR A|ZH17| (cont'd)

WIiZnet

>> HAE 24 %: Terminal Z217 4AX|
Hercules SETUP utility: TCP Client / TCP Server / UDP / Serial Port Terminal

https://www.hw-group.com/products/hercules/index_en.html

Y Hercules SETUP utility by HW-group.com

(S S

=

3 Hercules SETUP utility by HW-group.com = |/ E] - ee
UDP Setup Serial | TCP Client | TCP Server | UDP | TestMode | About |
Received/Sent data Serial =
WBIZNET = e"f
TCP_WIZNET | ——

115200 v
Data size
none M |"
OFF v
Free v
Modem lines X Close "
VRl @ DSk @ c1s [ DTR [ RTS J
Send
[ [~ HEX  Send ngroup
] [~ HEX Send “wraw.HW-group.com group.com
Hercules SETUP utility
] [~ HEX  Send | Version 3.1.2

Received data

UDP Setup | Serial | TCP Client  TCP Server | UDP | TestMode | About |

[From BLE_P] d8:7h:df.86: 71WIZNET

- Server status -

5000

- TEA authorization

X Close

- TEA key
1:|01020304 3 [09040B0C
205060708 4; [ODOEOF10
Sent data [~ Client authorization
TCP_WIZNET
Client connection status
2% 32915 222981731231 &
2% 3:3510: 22298173123
2% 33510 222,98173,123 ||
PE 3:36:33 222981731231 |
2% 3:38:50: 222,98,1731231—
2% 3:40:34: 22298173123
2% 3:40:35: 222981731231 «
Cliants count: -
S e L
|TCP_wiZNET [T HEX Send H I.U
group
Cursor decode Serverset  _www.HW-groupcom
HEX Decimal Decoder Input [T Serve  Hercules SETUP atility
IDA 10 [~ Redie Version 3.1.2

=
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WIiZnet

>> WIZnet Configuration Tool X
o WIZ750SR 3 WIZ752SR Series A8 == 14

https://github.com/Wiznet/WIZnet-S2E-Tool-GUI

WIZnet S2E Configuration Tool v0.2.3

File Help
e @ m Save Config (:-c-‘, DevManager I
Search Settin Upload @ Reset Facto O Exit
| 4 = v, ic? v @ Load Config \_Pr] Firewall o
General options
Mac addr | Name ‘ Device info Serial debug message
1|00:08:DC:54:88:70 | WIZ750SR Firmware version 121 W Enable
2 WIZ7505R
Network configuration IP zllocation

ﬂ 00:08:DC:1D:6AF3 | WIZ7525R-12x

@ Static " DHCP
Local IP 192.168.11.2

Search identification code
Subnet mask 255.255.255.0
Code (Max Bbytes) [ Show chars
Gateway 192.168.11.1

Connection password (TCP server mode only)

DNS server 8.8.8.8 ™ Enable

Password 2000 ™ Show chars
cH1 | chz | crs | cne |
’7 Serial options Serial command mode
status OPEN [¥ Enable (hex code)
Serial interface: | RS-232/TTL Baud rate 5200 x Triger code |28 [28 [28
Operation mode Data bit 3 ~ Timer interval

" TCP Client
@ TCP Server

Barity NONE  ~ Inactivity timer 0 sec

The connection holding period

" TCP Mixed Stop bit 1 =2 when no data transmission,
" UDP Reconnection
Search Method Flow control - [NONE ] Interval 3000 ms
Local port
¥ UDP Broadcast Local Port 5000 Serial data packing condition— |- TCP Keep-Alive

" IP address

Character 00 I¥ Enable
Size o Initial Interval 7000 ms
Time(ms) ] Retry Interval 5000 ms

54127
Current device [00:08:DC:53:AE:93 : WIZ7505R]
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WIiZnet

Al = #2: Wiz750SR A|ZH17| (cont'd)

Network Settings Local |IP address 192 168.11.2 -
)) WIZ7505R Gateway address 192.1658.11.1 -
_g_g- _*_7' AE'l g Subnet mask 255.255.255.0 .
DNS server 5868 Google Public DNS
Port number 5000 -
Remote [P address 192.166.11.3 -
Fort number 5000 -

Serial Port Settings Data UART 115200-8-N-1 / Flow Control: None -
Debug UART 115200-8-N-1/ Flow Control: None | Fixed

User's /O Settings UserlO A Analog /Input = Read only
UserlO B Digital/ Input | Read only
UserlO C | Digital / Qutput | Read / Write
UserlO D | Digital / Qutput | Read / Write

Operation mode: TCP server mode

Debug message: Enabled

Serial command mode switch: Enabled

Serial command mode switch code: +++ (hex code, [2B][2B][2B])

Data packing option - Time: Disabled
Data packing option - Size: Disabled
Data packing option - Char: Disabled

Inactivity Timer Disabled
Reconnection Timer: 3 second 55/ 10
Keep-Alive: Enabled, 7-sec initial delay, 5-sec send interval 4
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>> TCP/IP HEQ|A MH (1/4)

WIZ750SR Network Settings

Ex) PC Network Settings

[Microsoft] TCP/IP F4 X|’8 S8 MHU 34 7|2 Arde] o|5]
https://support.microsoft.com/ko-kr/help/164015/understanding-tcp-ip-addressing-and-subnetting-basics
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