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1. AP Association

Associate with AP.

AT+WD
[OK] =
AT+NDHCP=0 BN 2| A CHWindowsssystem3 2% cmd.exe - ping 192.168.3.201 -t
[OK] 192.168.3.201§| %%’ grglg=32 i|;.'_:=3ms TTL=255
192.168.3.2012| Sgf: E=32 A|Z2l=3ns TTL=255
AT+NSET=192.168.3.201,255.255.255.0,192.168.3.1 192.168.3.201 2] §§ : HIO|E=32 A|Z2l=6ms TTL=255
[OK] 192.168.3.2012] §§ HiO|E=32 A i_:=4ms TTL=255
- 192.168.3.2012| S&: HI0O|E=32 A|Z2l=3ms TTL=255
AT+WAUTO=0,WizFiDemoAP..0 192.168.3.2012] %E HIO| E=32 A|Zt=4ns TTL=255
[CK] 192.153.3.21% ok S 3 §=32 ﬁ;_:=2ms TTL=255
WWPA= 192.168.3.2012| =Ef: E=32 A|Z2l=5ms TTL=255
AT+ A=12345678 192.168.3.2012| =Cf: HIO|E=32 A|Zt=8ms TTL=255
[OK] 192.168.3.2012| =Eh: HI0|E=32 A|Zl-2ns TTL=255
AT+NAUTO0=0,0,192.168.3.113,5000 192.168.3.2012] §g = HHO|E=32 A|Zt=3ms TTL=255
192.168.3.2012| S&f: HIO|E=32 A|Z2l=Sms TTL=255
[OK] 192.168.3.2012| =&f: HI0|E=32 A|lt=3ms TTL=255
AT+XEB=126 192.168.3.2012| =& HIO|E=32 A|2t=2ms TTL=255
[OK] 192.168.3.2012| =& HI0|E=32 A|Z2l=3ms TTL=255
192.168.3.2012| =&: Hl0|E=32 A|t=2ms TTL=255
ATCO 192.168.3.2012| =&f: HI0|E=32 A|Zl=3ms TTL=255
192.168.3.2012| =Cf: HIO|E=32 A|Zt=2ms TTL=255
EIEWO 192.168.3.201 2] §§ HIO| E=32 A|2t=2ms TTL=255
192.168.3.2012| =g: Hl0|E=32 A|lt=3ms TTL=255
[OK] 192.168.3.2012| =&t: HI0|E=32 A|Zl=3ms TTL=255
AT&Y0 192.168.3.2012| =Et: HH0|E=32 A|Zl=5ms TTL=255
192.168.3.2012| =&t: HI0|E=32 A|Zl=5ms TTL=255
[OK] 192.168.3.2012] =E': HI0|E=32 A|Zt=2ms TTL=255
ATA
P SubNet Gateway
192.168.3.201: 255.255.255.0: 192.168.3.1
[CK]
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2. Close all open connection & Standby

1. Store network connection parameters prior to transition to Standby.

2. Request transition to Standby for 6000 milliseconds.

3. During Standby, WizFi210 close all open connections.

SHE|Rp: CrWindowssrsystem32semnd.exe

AT+STORENWCONN
[OK]
AT+NCLOSEALL
[OK]
AT+PSSTBY=6000

192.168.3.2012| =SY: HIO
192.168.3.2812| =& Hi0

2 AlI2H0| Steel &L

2 Al2H0| BtEE|UsUCH

=23 Al2ro] BtEEl YiaUch

=23 AlZ2ro] BtEel g

2 Al2t0| OtEs|isUC.

2 Al2H0| StEE|ASUCH

2 Al2H0| SrEE|ASUCH

28 Al2ro] BtEE$isU .

23 AlZo] Stee|fisuUct.
192.168.3.1132] SE: & TAE
192.168.3.1132| S Cf& SAEQ
192.168.3.1132] 25 (4t SAE|
192.168.3.1132] S (et SAE
192.168.3.1132| =& (&t SAE0|
192.168.3.1132| SE: & TAE0
192.168.3.1132| S (4 SAE|
192.168.3.1132] & &t SAEY|
192.168.3.1132| =& (ot SAE|
192.168.3.1132| =&: (fat SAEQ
192.168.3.1132| SE: (& TAEY
192.168.3.1132] ST Cfa SAEY|
192.168.3.1132| 2&: (ot SAE|
192.168.3.1132| S&: (& SAE0
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E=32 A|l=4ms TTL=255
E=32 A|Zl=3ms TTL=255
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3. Restore Network Connection

1. Restore Network Connection parameters after wake form Standby.

2. Start Auto Connection using existing association.

AT+RESTORENWCONN
[OK]
ATA2
[OK]
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[ B 2| CEWindows#system32#cmd.exe - ping 192.168.3.201 -t

92.168.3.201 2
92.168.3.201 2
92.168.3.201 2
92.168.3.201 2
92.168.3.2081 2
92.168.3.201 9
92.168.3.201 2
92.168.3.201 2
92.168.3.201 2
92.168.3.201 2
92.168.3.201 9
92.168.3.201 2
92.168.3.201 9
92.168.3.2081 2
92.168.3.201 9
92.168.3.201 2
92.168.3.201 2]
92.168.3.201 2
92.168.3.201 9
92.168.3.2081 2
92.168.3.201 2
92.168.3.201 2
92.168.3.201 2
92.168.3.201 2
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TTL=255
TTL=255
TTL=255
TTL=255
TTL=255
TTL=255
TTL=255
TTL=255
TTL=255
TTL=255
TTL=255

16ms TTL=255

TTL=255
TTL=255
TTL=255
TTL=255
TTL=255
TTL=255
TTL=255
TTL=255
TTL=255
TTL=255
TTL=255
TTL=255




